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(All plywood panel installation shall

CRIPPLE WALL BRACING DETAILS

MUD SILL SAME WIDTH AS CRIPPLE WALL

(3») MUD SILL WIDER THAN CRIPPLE WALL

15/32" PLYWOOD

CRIPPLE WALL

CRIPPLE WALL TOP PLATE . EXTERIOR GRADE
TOP PLATE ~. 15/32” (1/2") PLYWOOD _ (MIN. 5-PLY)
=5 EXTERIOR GRADE FASTEN PLYWOOD PANELS WITH 8d COMMON
(MIN. 5=PLY) NAILS (Min. shank diameter .131 inches)
. AT 4” ON CENTER AT ALL PANEL EDGES AND
. 12” ON CENTER AT INTERMEDIATE SUPPORTS.
CRIPELE WAL FASTEN PLYWOOD PANELS WITH 8d COMMON CRIFEL A (MINIMUM OF 2 NAILS PER STUD)
/__ NAILS (Min. shank diameter .131 inches) INSTALL NEW 2x BLOCKING
CRIPPLE — AT 47 ON CENTER AT ALL PANEL EDGES AND _
STUD 12” ON CENTER AT INTERMEDIATE SUPPORTS. CRIEFLE BETWEEN CRIFPLE STUDS,
b STUD NAIL TO MUD SILL WITH FOUR
< (MINIMUM OF 2 NAILS PER STUD) - 10d NAILS (Min. shank diameter .148 inches),
STAGGERED (Typ.)
(Sams width o8 | e - EXISTING CONCRETE FOUNDATION — yﬁﬁﬂg%zﬁﬁffgfhgm
cripple wall) ' - (Mud sill bolt/anchor not shown) = 1
L S MUD SILL
—! 4 (embedded in concrete)
SIDE VIEW NEW CRIPPLE STUD NAILED TO EXISTING SIDE VIEW
JOINT AT ABUTTING SHEAR PANELS WITH 184 COMMON NAILS ® 8 0.0 e s (Note: when cripple studs
PLYWOOD PANELS (3 NAILS MIN.) TO ALLOW PROPER ~ are 18" or less in height
ARE 15/32" (1/2") CDX \ EDGE—NAILING FOR ABUTTING PANELS. WALL TOP PLATE(S) only one vent hole is reqd.)
(MIN. 5-PLY) & \ /-] : : : . 1) = . . . . . . . -]
D N J { N \
. \\ . (Note: when cripple Jstuds EE INSTALL NEW 2x
2—1/2" TO 3" DIA. ;;: ::: are 18" or less| ir) {height <::>€5j CRIBALE sTUbS,
VENT HOLES (Typ.) only one vent hole\ is 2-1/2" 70 3" DIA. o ;
" - ' VENT HOLES . W NAIL TO MUD
(Hole centered over <3 . ) required.) () 2 SILL WITH FOUR
mud sill bolt = - <:> <:>;zg]% 10d FRAMING NAILS
for inspection) ) @LE N Q ) ) o ° i ° (Min. shank diameter
2 =B ;, 148 inches), staggered,
A : 60000 R & typ.
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— Do not split lumber.

FRONT VIEW

PANEL CUTOUTS & NOTCHING

CUTOUT IN PLYWOOD FOR PIPING,
CONDUIT, WIRING, VENTS, ETC.
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1-1/4" TO 1=\ /2 — .y - =
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EXISHING

CUTOUTS IN PLYWOOD PANELS

1—=1/4" 70 1—=1/2" RADIUS—CUT

T NEW BLOCKING INSTALLED
BETWEEN STUDS TO PERMIT
PROPER PANEL EDGE—NAILING
AT CUTOUTS.
16d NAILS AT EACH END.

USE TWO

INSTALL NAIL
STOPS AT
NOTCHES

PLYWOOD

SHEAR PANEL

SIDE VIEW OF TOP PLATE NOTCH

AT CUTOUTS INCREASE PLYWOOD PANEL LENGTH
A DISTANCE EQUAL TO LENGTH OF CUTOUT(S) OR
OR ONE STUD SPACE (MINIMUM)

16 GAGCE

INSTALL MIN.

NAIL STOP AT NOTCHES

IN WALL PLATES OR

STUDS
e

O

EXISTING CRIPPLE
WALL TOP PLATE(S)

3/4"7 MAX.
DEPTH

DO NOT
OVERCUT

><

NOTCHING OF WALL PLATES OR STUDS




